DYNAMOMETER CATALOGUE Electronic Dynamometers
DIN 105 TSL RADIO

DIN 105 TSL
Mod. HC - RADIO

Technical specifications

Tensile electronic dynamometer with weigh radio transmission to appropriate digital
displays

Linearity and repeatibility accuracy: +/- 0.1% (o0.f.s.v.)

Safety degree: 5

Admitted overload: 120%

Tare reset function

Calibration and setting by frontal Keyboard

Battery test

Re-chargeable battery supply (50 hour autonomy)

25 mm high red LCD 5 digit display

Programmable stand-by and auto-deactivation

Multi point calibration curve funcion
Theoretical calibration function
Display brightness control

Transient digiral filter control and zero tracking funcion
IP 55 protection
Operating temperature: -10 , +55C

No metrical check required

Standard fittings
- Re-chargeable batteries and battery charger
Radio remote control
Wood box
SIT reference calibration report
EC conformity declaration
User’s manual
Calibration and set up manual

Accessories on reguest

Omega shackle (CrosbyO type)

Revolving hooks fitted with shackle connection
Rs232 serial port
Remote repeater
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DYNAMOMETER CATALOGUE Electronic Dynamometers
DIN 105 TSL

DIN 105 TSL
PORTATA | DIVISIONE| PESO DIMENSIONI [mm]
[kg] [kg] [kg] Al B|]c | D] et

35000 10 36 |170|340|60 |80 |59
50000 20 52 |175]370/80 | 10072
100000 20 105 |200/450|120|125]98
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