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CAM 30  JBOX  

 
 
 

Digital unit for multiple connections to load cells  
 

 
 
Graphic display LCD 5.2”, touch screen with a 
wide range of settings.  
 
High accuracy of measurement 
 
High frequency acquisition, suitable for dynamic 
measure even with fast transient measures; 
internal adjustable digital filter. 
 
Possibility to connect nr.4 independent load cells 
with reading of single measure and total. 
Expandable until 8 independent load cells. 
 
Zero tare setting by Touch screen 
 
Storage function of measures and custom printer 
as optional device. 

 
Front panel mounting version or desk rack version  
Voltage supply 220 V or 24 V ac 
Voltage supply by battery pack on request. 
 

 
 
Samples of applications.  

 
• Weighing of silos or tanks 
• Weighing of vehicles / aircrafts / ships 
• Measurement of dynamic loads 
• Measures of loads on mechanical and  

hydraulic actuators 
• Load tests on structures 
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Main technical features. 
 
Fontal panel:  aluminum  frame with polycarbonate frontal; Protection degree: IP 65 
Dimensions frame: 196 mm x 105 mm (l x h) ; 
Mounting:  front panel  with drilling dimensions;187 mm x 97 mm (l x h) 
Blocking by nr. 4 back rods with rubber perimetric gasket;  
Back panel:  stainless steel cover; external dimensions 186 mm x 95 mm (l x h) 
Proof size: 70 mm (terminal board included) 
Connections: extractable screwed terminal 5.08 / 7.5 mm; Connector USB ( Host / Device ) standard; 
Connector Ethernet standard RJ45 
 
Voltage supply: 24 Vdc (± 15 %); Power consumption 10 W ; Category of installation Cat. II 
Working temperature: -10°C ÷ + 50°C (85% humidity) 
 
Display LCD 5.2” (real area 118 mm x 58 mm) (l x h); Graphic (240x128 pixel) 
Monochrome (b/w) high contrast; Backlit system, adjustable intensity of illumination 
Touch screen Resistive 4 wires, usable with gloves, buzzer 
 
Load cells input 
 
Number of channels:  4 independent readings expandable (expandable until 8 load cells);  
Supply load cells:  5 Vdc / 120mA (max 8 load cells 350 Ohm in parallel); Protection from short circuit. 
Acquisition frequency from 12.5Hz a 250Hz; Digital Filter: adjustable from 0.2Hz to 50Hz 
 
Serial Output 
 
Port  COM1 Rs422 / Rs485 / Ethernet (option). 
Port COM2 Rs232 / Rs485 / USB Device (Virtual Com Port). 
Port COM3 Rs232 (only transmission to printer or repeater display, baud = 9600). 
Ethernet Protocol TCP/IP, UDP, ARP, ICMP, ModBus/TCP 
USB Host (optional) Interface USB pen drive with file system FAT16/32 
Profibus DP (opzional) by external unit 
 
 
Analogue outputs 
 
Nr. 2 channels analogue output opto-insulated (second optional)  
Measurement range: voltage 0 ÷ 5V, 0 ÷ 10V, current 0 ÷ 20mA, 4 ÷ 20mA 
 
 
Digital I/O  
 
Nr.6 output logic ports and nr.6 input logic ports (PNP) opto – insulated 
 

 


