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CAM – Ethernet 
 

 

SERIAL CONVERTER Rs - Ethernet 

 
Serial direct interface between port Rs232-Rs485 and  Ethernet port   

 
 

Instrument for Continuous or Master/Slave serial 
transmissions. 

 
The converter supports TCP, UDP, MODBUS TCP 
protocols and operates Ethernet parameters (IP 

Addess, MAC Address, ecc.) 
 

Configuration parameters by PC using the 
TPC Server Configurator software. 

        

TECHNICAL FEATURES 
 
Voltage supply   10 - 30 V dc  
Power max 1 W  
Insulation Class II 
Installation category Cat. II 
Working Temperature  -10°C ÷ +50°C (humidity max 85% ) 
Storage Temperature -20°C ÷ +60°C 
  
Dimensions 55 mm x 90 mm x 58 mm (l x h x p)  
Mounting Omega Bar 
Case material Noryl UL 94V-0 self-extinguishing 
Connections Screwed Terminal Board and USB 2.0 Port 
  
Serial Ports Rs232 – Rs485 
Baud Rate Until 115kb/s (default 9600 b/s) 
Cable length (max) 15 m (Rs232) ; 1000 m (Rs485) 
 Ethernet Protocols TPC, Modbus/TPC, UDP, IP, ICMP, ARP 
Communication type TCP server 
Led Indicators (2) Ethernet and Ethernet Lines  and diagnostic 
  
Standard EN61000-6-2; EN61000-6-3; EN61010-1 
  
  
  
Codes EN61000-6-2, EN61000-6-3 per EMC 
 EN61010-1 per Electric Safety 
 

 


