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DIN 105 TSL HC 
 

Digital dynamometer with high capacity load cell 
Suitable for cranes 

 
 

Features 
 

• Capacities:  35; 55; 100; 120 ;150 ton 
• Display:   5 digit Led height 25 mm 
• Supply:   rechargeable battery set 
• Autonomy:   36 hours 
• Main Functions:  tare reset, peak 

Settable Auto Off and stand by 
Digital filter 
display brightness 

• Load cell material: galvanized alloy steel 
• Fittings:   Omega shackles 
• Accuracy:  0.1% f.s. 
• Overload:  120% f.s. 
• Safety factor:   5 
• Working Temperature: -10 ÷ +60 °C 
•  Protection Degree:  IP 55 

 
 

DIN 105 TSL HC  RADIO:  
Version with wireless weight transmission to 
remote receiver (see catalogue of remote receiver) 

 
Dotazione standard 

 
• Remote controller 
• Battery charger: 220 V 50/60 Hz 
• Calibration certificate 
• Declaration CE 
• User manual 

 
On demand accessories 

 
• Shackles 
• IP 66 execution 
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Capacity 
[ton] A B C D E F G Division 

[kg] 
Weight 

[kg] 
35 450 164 308 59 71 80 80 10 37 

50 450 164 308 72 71 80 100 20 35 

100/120 560 194 350 98 105 90 125 50 61 

150 600 240 390 100 127 130 130 50 120 

 


