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DIN 109 CT - Compact 
 

 

Electronic dynamometer for traction/compression 
measurements – manual use   

 
 

Features  
 
• Capacities: 2 ; 5 ; 10 ; 20 ; 50 kg  
• Working: traction and compression 
• Accuracy: 0.1% s.v.f.s. 
• Overload: 120% f.s. 
• Maximum Load: 300% f.s. 
• Division: selectable 
• Unit: Kg/N/Lb 
• Display: graphic LCD 60 x 30 mm 
• Supply: rechargeable battery set 
• Autonomy: 36 hours 
• Working temperature: -10 ÷ +60 °C 
• Protection degree: IP65  
• Dimensions:  170 mm (height); 

80 mm (width)  
        40 mm (dept) 
• Feeler: threaded pin M8 

 
• Functions: tare reset, peak, 

digital filter, battery test, language selection; 
lighting display; auto OFF selectable; 
measurement registration with selectable  
frequency from 1 to 10 Hz; down load  
recorded measures on PC by USB port. 
 

 
Standard equipments  

 
• Hook for traction tests 
• Plate for compression plate 
• Battery charger  
• USB cable for down load 
• Calibration Certificate 
• CE certificate 

 
 

 

 Special  fittings or 
request 

 

Graphic backlit 
LCD display  


